
 

          
 

The Hydraulic Permapak Packer is a hydraulic set seal bore packer and is the 

hydraulic set equivalent of the Permapak Seal Bore Packer. The full range of 

Permapak Seal Bore Accessories may be used with the Hydraulic Permapak.  

Pressure sets the packer via a setting chamber built into the tool. Pressure enters 

the setting chamber via holes in the polished bore of this packer. These holes can be 

isolated with a ball-operated sub so other hydraulic operated tools can be functioned 

before setting the packer. 

PRODUCT SPECIFICATION 

DESCRIPTION 

HYDRAULIC PERMAPAK PERMANENT 
SEALBORE PACKER 
 

FEATURES AND BENEFITS 

 Uses proven Permapak components 

 Compatible with Permapak options 

 Optional upper sealbore available 

 Single bore or dual bore option 
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Size 

(inches)

Weight 

(lbs/ft)

23.0 - 32.0 6.094 - 6.366 5.875 4.00 3.00

32.0 - 38.0 5.920 - 6.094 5.813 4.00 3.00

4.75 3.50

5.00 4.75

Min ID 

Thru Seals 

(inches)

7

9-5/8 36.0 - 53.5 8.535 - 8.921 8.125

Casing Recommended 

Hole Size 

(inches)

Tool OD 

(inches)

Packer 

Bore 

(inches)
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